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SPEC SHEETANOUCK CHANDELIER - TWO ARM

SPECIFICATIONS

WOOD

Brass, Leather, Wood.

MATERIALS

Dimming Compatible. E12 Lamp Base. 120VAC
2 Arm Configuration - 2 Sockets

LAMPING

To ensure lifelong performance we recommend the use of LED bulbs 
under 40 watts. We suggest the use of LED bulbs only.

BULB

UL Certified. 

CERTIFICATION

NOTES

2. Dry location rated.

3. Finish samples available upon request.

1. Made to order. Please allow a 14 - 16 week production lead 
time prior to shipping. Extended lead times are required 
for orders of two or more chandeliers.

LEATHER

Clear Maple

Dark Wash Maple

Loden

BeigeAnthracite

Camel

Black Walnut

Stone

CARE

Please care for the brass pieces with a soft cloth. Avoid using 
any abrasive cleaners or products. Natural patina process is 
quickened by touch and exposure.

1.

Please care for your leather products with a soft cloth and a 
leather cleaner.

2.

We recommend using a microfiber dust cloth to care for wood 
fixtures. Kindly avoid additional cleaners and products.

3.

Standard Overall Drop: 36" OAD.
Minimum Overall Drop: 20" OAD. 
Please inquire for drops beyond 86" OAD.

DROP

5.5 LBS

WEIGHT
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Isometric View
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Sloped Ceiling - Maximum Slope
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18º
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Sloped Ceiling - Maximum Slope to Corner
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10º

Please note that the 10° maximum slope applies when the 
ceiling slopes toward a corner of the canopy.
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Extended Drop
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Maximum Extended Drop
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Sloped Ceiling Canopy
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